






 Introduction 
A Transformer with continuous investment and technical development over 
30years, Han Chang Trans produce the Wind Power Transformer preferentially 
considering an environment that minimize degradation phenomenon, quake-
proof, resonance and its miniaturize, eco-friendly long-life able to set by land 
and sea. We become a Global-Company with the artisan spirit that make what 
buyer want, our staff will head together to a future in order to produce the best 
transformer as well. 
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Simple&Compact Design 

Free extra facilities due to 
an insulation from outside 
power 

Live Front Radial Feed 
Dead Front Radial Feed 
Live Front Loop Feed 
Dead Front Loop Feed 

Standard: KS, IEC, ANSI, 
NEMA, CSA, BS, AS, etc 

Primary Voltage:  
                  up to 154kV 
Hz: 50/60Hz 
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Customized, Stablized, 
Compact Design 

Standard: KS, IEC, ANSI, 
NEMA, CSA, BS, AS, etc 

Primary Voltage:  
                  up to 154kV 
Hz: 50/60Hz 

FR3 / Silicon / Midel / 
Mineral oil 

Radiator  
/ Corrugated finwall 
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Hermetically Sealed 
and compact type 

Onshore / Offshore 

Standard: KS, IEC, ANSI, 
NEMA, CSA, BS, AS, etc 

Primary Voltage:  
                  up to 154kV 
Hz: 50/60Hz 

Radiator  
/ Corrugated finwall 
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  1 
Facility 

Horizontal Winding 
Machine 

Anealing Furnace 

Drying Furnace 

Vacuum-Impregnating 
Furnace 

Insulating oil charger 
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Facility 

Core Cut-to-length 
Machine 

Forming Machine 

Core Stacking 

Corrugated Finwall 
Machine 

Electric Pouder Coating 
system 
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Equipment Standards Equipment Standards 

Loss 
Measurement 

1,3phase 
220V,380V 

Tempreture 
Measurement 

Max 1370°C 

Applied 
voltage 50kV, 300mA HUKUMEDA Max 750V, 

2000A 

Induced 
voltage 

400㎐ 37kW, 
75kW P.T 

220-1100V 
110V 

Impulse 
voltage 

800kV, 
100mA C.T 10-1500A/5A 

Micro ohme 
meter 0.01~100KΩ Thermo-

Hygrostat Max 80°C,  

Ratio meter 8V, 60㎐, 
0~500V S.F.R.A 10~25MHz,1

00MS/s, 50Ω 

Oil Tester 50kV P/F TESTER 0~10K 

Coating 
thickness 0~500㎛ I.V.R 300KVA, 

750KVA 

Noise Level 
meter 30~130㏈ Insulation 

resistance 
10000V 
/20GΩ 
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Contact Point 

More Info. 

mailto:hctr3470@hctr.co.kr
mailto:Michael@transformerprice.com
mailto:Taeyoung@hctr.co.kr
mailto:Taeyoung@hctr.co.kr
mailto:hanstar912@gmail.com
mailto:hanstar912@gmail.com
http://www.hctr.co.kr/
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